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CHANGED INSUL. FROM .062 TO .031

K55HXSEL-1141 - STANDARD 1/2 230 3.1 60 1075 CCW LEAD END REV 7025

B. ANDRADE B. GAITAN B. GAITAN

25-FEB-14

C9694-00
CHANGED EXIT REVERSE LEAD.

TO REVERSE ROTATION
INTERCHANGE ORG & YEL LEADS.

#16 GREEN GROUND LEAD TO BE
6.000±.250 BETWEEN CENTER OF

TERMS., TERM. TO FIT #10 SCREW
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NAMEPLATE

.750u.062
SKINNED

4 LEADS, #18, .031 THICK INSUL.
TO EXTEND BEYOND MOTOR:

BLACK = 20.000 +2 -0,
WHITE = 20.000 +2 -0,

(2)BROWN = 20.000 +2 -0
(ONE BROWN WITH WHITE STRIPE)

SPLIT IN MTG. RING
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SUPPLIED DETACHED:
 1-CAPACITOR
 1-CAP-CAPACITOR
 1-CLAMP-CAPACITOR
 2-10-24 SCREWSBALL BEARING

(2).250 FLAG TYPE Q.C. TERMS.
WITH INSUL. GRIP ON BRN LEADS

SPRING WASHER
(THIS END)

WATER
SLINGER

4.500

.469

.453 TYP.

WARNING LABEL
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