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AUTOMATIC THERMAL
PROTECTOR

SEAM WELD 0.500 ±.062
SKINNED

6 LEADS #18, 0.062 THICK INSUL.
TO EXTEND BEYOND MOTOR:
WHT=36.0±1, BLUE=36.0±1
BLK=36.0±1, RED=36.0±1
BRN=36.0±1,BRN/WHT STRIPE 36.0 ±1

#16 GREEN GROUND LEAD 
TO BE 26.0±1 BETWEEN CENTERS 
OF RERMINALS, TERMINAL TO FIT 
#10 SCREW

(2) .250 FLAG
TYPE Q.C TERMS
ON BRW AND BRW/WHT
LEADS

NAMEPLATE

1.630±0.062

(4) #8-32
THR'D

GROOVE FOR 
IDENT ONLY

7.625 ±.045.312

6.250 ±.03

(8.520)

22.002 ±.062

(5.130)

(5.630)

0.453
0.438

6.250 ±.03
O 0.4998
    0.4995

K55HXRJK-2168 C41043

(2.250)

GROMMET

8.170

WARNING LABEL
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5 MFD/370 VAC

O.A.O. AIR CONDITIONER MOTOR.

KIT WITH BRACKET ASSEMBLY, RINGS
SCREWS AND NUTS TO BE INCLUDED 
IN CARTON BOX.


