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REFER TO S.E.I.M. 24-1

HPMODEL REF RPMAMPSCUSTOMER HZVOLTS ROTATION DESCRIPTION / REMARKSCUSTOMER P.N.

810441F. GARCIA H. NAVARRO

ECO: E26587
UPDATE LENGTH OF PURPLE LEADS FROM '36.000' TO '20.000' IN NOTE

A

17-AUG-16

 CCW LEAD END LX7930WHOLESALE HACK55HXDUS-1258 -- 1075/3 SPD604603/4A33499

T
O

P

AUTOMATIC 
THERMAL
PROTECTOR

SEAM WELD

7 LEADS, #18, .031 THICK INSUL
TO EXTEND BEYOND MOTOR
BLK=36.000u1.000, RED=36.000u1.000,
BLU=36.000u1.000, ORG=36.000u1.000,
YEL=36.000u1.000, PUR=20.000u1.000,
PUR=20.000u1.000.

.625 STRIP ON
ORANGE LEAD

#16 GRN GRD LEAD TO BE 10.000u1.000
BETWEEN CENTERS OF  TERMINALS.
TERM. TO FIT #10 SCREW

(4) .187 STRAIGHT TYPE
Q.C. TERMINALS

(2) .250 STRAIGHT TYPE
INSULATED Q.C. TERMINALS
ON PURPLE LEADS

8.357

.545 5.312 ±.062 .545

2.500 ±.047
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OIL SLING TO BE PLACED
IN OPERATING POSITION
AGAINST FACE OF BRG. HUB.

5.625

5.125

NAMEPLATE

1/2 M1

P
U

R

1/2 M1 M2 M3

P
U

R

A
U

X

CAP
20 MFD

370 VAC

COIL END SLEEVING
AT THESE LOCATIONS
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FIRST POLE OF MAIN 1 (FIRST HALF)
TO BE SEPARATED FROM LAST POLE OF
MAIN 1 (SECOND HALF) BY A MINIMUM
OF .094 ON BOTH ENDS OF STATOR
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