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STANDARD CCW LEAD END REV277 60 1075/3 SPD
HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

K55HXHPB-9534 3/4 5847
CUSTOMER PT. NO.

4.1 K55 HUB MOUNT BALL BRG OPEN

824075

07-DEC-18

TOP

TOP

T
O

P

WARNING LABEL TO BE ADJACENT
TO REVERSING LEADS

SPRING WASHER
THIS END

NAMEPLATE

AUTOMATIC
THERMAL
PROTECTOR

SPLIT IN
MTG. RINGSPLIT IN

MTG. RING

6 LEADS,#18,.031 THICK INSUL.
TO EXTEND BEYOND MOTOR.
PUR(C)=24.000 +2 -0 ,BLK(1)=23.250 +2 -0,
BLU(2)=23.250 +2 -0 ,RED(3)=23.250 +2 -0,
BROWN=24.000 +2 -0, BROWN/WHITE= 24.000+2-0
FIGURES TO BE PRINTED ON LEADS.

WARNING LABEL
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#16 GRN/YEL GROUND LEAD TO
BE 12±.250 BETWEEN CENTERS
OF TERMS. TERM. TO FIT
#10 SCREW.
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SKINNED

REVERSING LEADS
(2) YELLOW
(2) ORANGE

(2).250 STRAIGHT TYPE Q.C. TERMS.
WITH INSUL. GRIP ON BROWN LEADS

2 FLATS


