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STANDARD CCW LEAD END115 60 1625/2 SPD
HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

KD55HXCHR-4981 1/4 1242
CUSTOMER PT. NO.

3.6 KD55 RES. MTD. SELF-ALIGN SLEEVE BRG. OPEN

824107

14-DEC-18

TOP

.344

.844

.844

SPLIT IN MTG. RING

IDENT.
GROOVE

RUBBER STRIP WITH ADHESIVE
BACKING BETWEEN CAPACITOR
AND STATOR SHELL.

AUTOMATIC 
THERMAL
PROTECTOR

.625±.062
SKINNED

SPLIT IN 
MTG. RING

3 LEADS,#18,.031 THICK INSUL.
TO EXTEND BEYOND MOTOR
PUR (C)=20.000 +2 -0,
BLK (1)=19.250 +2 -0
RED (2)=19.250 +2 -0
FIGURES TO BE PRINTED 
ON LEADS.

ARROW ON BASE

2.375 2.375

10°

SUPPLIED DETACHED:
1-WASHER SLINGER
1-INSTRUCTION FORM
1-BOOKLET

CAPACITOR LEAD EXT. TO BE 3.000+2-0
BEYOND END SHIELD BEFORE
CONNECTION TO CAPACITOR.
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